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Componenti / Conveyor components / Komponenten
335

Max fixing load M8 screw: 15 N/m  |  Minimum internal and external radius: R305

       Materiale / Material / Materialien:
Polietilene HMW-PE/Polyethylene HMW-PE/Polyethylen HMW-PE
Rulli: resina acetalica o gomma SEBS/Rollers: Acetal Resin or SEBS 
rubber/Röllchen: Azetal oder SEBS gummi

Guide a rulli laterale
Roller guides / Röllchenführung335

Available rollers
for bending 

machine

PART 331
Roller module

L 240 mm

HMW-PE
Extruded
profile

Steel Plate 
60x6

TYPE B1

Part Article-Nr. Type

335 33506 B1

TYPE B

Part Article-Nr. Type

335 33504 B

TYPE A

Part Article-Nr. Type

335 33502 A

3 m

78

6
6.5

70 9261

1.5
28

Ø12

3 m
6

92

Ø11.2 1
27.5

78 70 61

6.5

Advantages: 
▸  Noise reduction
▸  Improved product stability

PATENTED

Soft roller
SEBS rubber

TYPE B1
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Componenti / Conveyor components / Komponenten
358       Materiale / Material / Materialien:

Guida: alluminio anodizzato/Guide: anodized aluminum/Führung: eloxiertem Aluminium
Rulli: resina acetalica o gomma SEBS/Rollers: Acetal Resin or SEBS rubber/Röllchen: Azetal oder SEBS gummi
Vite: Acciaio inox/Screw: Stainless steel/Schrauben: Edelstahl

Guide a rulli laterale
Roller guides / Röllchenführung358

TYPE B1TYPE BTYPE A

Puntale / Shoe / Einlaufschuh Part Article-Nr. Type

364 36401 fresato/machined/gefräst

Part Article-Nr. Type

358 35806 B1

Part Article-Nr. Type

358 35804 B

Part Article-Nr. Type

358 35802 A

3 m
6

13
.7

8.
8

4736

2
22.5

Ø12

3 m
6

13
.7

8.
8

4736

  1.5
22

Ø11.2

Discover more options:
Pag 489/490

Max fixing load M8 screw: 15 N/mDelivery: Easy Standard

Roller
Pag 425

Fixing screw:
M8 hex.head
or PART 362
Pag 493

Soft roller
SEBS rubber

TYPE B1
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Componenti / Conveyor components / Komponenten
359

Discover more options:
Pag 489/490

Guide a rulli laterale
Roller guides / Röllchenführung359

Puntale / Shoe / Einlaufschuh Part Article-Nr. Type

365 36501 fresato/machined/gefräst

Part Article-Nr. Type

359 35906 B1

Part Article-Nr. Type

359 35904 B

Part Article-Nr. Type

359 35902 A

       Materiale / Material / Materialien:
Guida: alluminio anodizzato/Guide: anodized aluminum/Führung: eloxiertem Aluminium
Rulli: resina acetalica o gomma SEBS/Rollers: Acetal Resin or SEBS rubber/Röllchen: Azetal oder SEBS gummi
Vite: Acciaio inox/Screw: Stainless steel/Schrauben: Edelstahl

13
.7

6

8.
8

92

1.5

81

3 m

Ø11.2
22

13
.7

6

8.
8

92

2
22.5

3 m

Ø12

81

Max fixing load M8 screw: 15 N/mDelivery: Easy Standard

Roller
Pag 425

Fixing screw:
M8 hex.head
or PART 362
Pag 493

Soft roller
SEBS rubber

TYPE B1

TYPE B1TYPE BTYPE A
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Componenti / Conveyor components / Komponenten
360       Materiale / Material / Materialien:

Guida: alluminio anodizzato/Guide: anodized aluminum/Führung: eloxiertem Aluminium
Rulli: resina acetalica o gomma SEBS/Rollers: Acetal Resin or SEBS rubber /Röllchen: Azetal 
oder SEBS gummi

Part Article-Nr. Type

360 36004 B

Guide a rulli intermedia
Roller guides / Röllchenführung360

Puntale / Shoe / Einlaufschuh Part Article-Nr. Type

366 36601 fresato/machined/gefräst

Part Article-Nr. Type

360 36006 B1

Part Article-Nr. Type

360 36002 A

23
13.7

8.86

57
.5

4936

 2
27

3 m

Ø12

3 m

Ø11.2

23
13.7

8.8

6

57
.5

4936
1.5

26

Discover more options:
Pag 489/490

Max fixing load M8 screw: 15 N/mDelivery: Easy Standard

Roller
Pag 425

Fixing screw:
M8 hex.head
or PART 362
Pag 493

Soft roller
SEBS rubber

TYPE B1

TYPE B1TYPE BTYPE A
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Componenti / Conveyor components / Komponenten
360

Part Article-Nr. Type

360 36014 B

Max fixing load M8 screw: 15 N/m

Guide a rulli intermedia
Roller guides / Röllchenführung360

Puntale / Shoe / Einlaufschuh

Part Article-Nr. Type

366 36601 fresato/machined/gefräst

Part Article-Nr. Type

360 36016 B1

Part Article-Nr. Type

360 36012 A

       Materiale / Material / Materialien:
Guida: alluminio anodizzato/Guide: anodized aluminum/Führung: eloxiertem Aluminium
Rulli: resina acetalica o gomma SEBS/Rollers: Acetal Resin or SEBS rubber /Röllchen: Azetal 
oder SEBS gummi

77
68

.5

Ø12

3 m

 2
29

6
36

25
13.7

8.8

Ø11.2

3 m

 1.5
28

25
13.7

8.86
36

77
68

.5

Discover more options: Pag 489/490 Example of application

Pitch Pitch

Part 360

Part 360 Reinforced version is a reliable roller guides solution,
the new robust design permits less support elements and allows higher pitches.

Roller
Pag 425

Fixing screw:
M8 hex.head
or PART 362
Pag 493

REINFORCED VERSION

Soft roller
SEBS rubber

TYPE B1

TYPE B1TYPE BTYPE A
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Componenti / Conveyor components / Komponenten
361       Materiale / Material / Materialien:

Guida: alluminio anodizzato/Guide: anodized aluminum/Führung: eloxiertem Aluminium
Rulli: resina acetalica o gomma SEBS/Rollers: Acetal Resin or SEBS rubber /Röllchen: Azetal 
oder SEBS gummi

Guide a rulli intermedia
Roller guides / Röllchenführung361

Puntale / Shoe / Einlaufschuh Part Article-Nr. Type

367 36701 fresato/machined/gefräst

Part Article-Nr. Type

361 36106 B1

Part Article-Nr. Type

361 36104 B

Part Article-Nr. Type

361 36102 A

81

23
13.7

8.8

6

10
3.

5
95

1.5
26

3 m

Ø11.2

81

23
13.7

8.8

6

10
3.

5
95

2
27

3 m

Ø12

Discover more options:
Pag 489/490

Max fixing load M8 screw: 15 N/mDelivery: Easy Standard

Roller
Pag 425

Fixing screw:
M8 hex.head
or PART 362
Pag 493

Soft roller
SEBS rubber

TYPE B1

TYPE B1TYPE BTYPE A
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Componenti / Conveyor components / Komponenten
361

Pitch Pitch

Part Article-Nr. Type

361 36112 A

Part Article-Nr. Type

361 36116 B1

Guide a rulli intermedia
Roller guides / Röllchenführung361

Part Article-Nr. Type

361 36114 B

Puntale / Shoe / Einlaufschuh

       Materiale / Material / Materialien:
Guida: alluminio anodizzato/Guide: anodized aluminum/Führung: eloxiertem Aluminium
Rulli: resina acetalica o gomma SEBS/Rollers: Acetal Resin or SEBS rubber /Röllchen: Azetal 
oder SEBS gummi

3 m

Ø12

25
13.7

8.8

2
29

6
36

12
3

11
4.

5

3 m

Ø11.2

25
13.7

8.8

1.5
29

6
36

12
3

11
4.

5

Part Article-Nr. Type

367 36701 fresato/machined/gefräst

Discover more options: Pag 489/490
Example of application

Part 361

Part 361 Reinforced version is a reliable roller guides solution,
the new robust design allows less support elements and wider pitches.

Max fixing load M8 screw: 15 N/mDelivery: Easy Standard

Roller
Pag 425

Fixing screw:
M8 hex.head
or PART 362
Pag 493

REINFORCED VERSION

Soft roller
SEBS rubber

TYPE B1

TYPE B1TYPE BTYPE A
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Componenti / Conveyor components / Komponenten
364-365       Materiale / Material / Materialien:

Rulli: Resina acetalica / Rollers: Acetal Resin / Röllchen: Azetal 
Grano: Acciaio inox/Grub Screws: Stainless steel/Gewindestift: Edelstahl
Dadi: ottone nichelato/Nuts: nickel plated brass/Mutter: Messing vernickelt

Puntale
Shoe / Einlaufschuh364

100

77

50

44
.5

20
.5

42
.8

12.5

3.
5

10
10

.5

3.
5

R
73

20
.5

10
10

.5

R
73

77

50

44
.5

42
.8

14.5

3.
5

3.
5

100

77

50

44
.5

20
.5

42
.8

12.5

3.
5

10
10

.5

3.
5

R
73

20
.5

10
10

.5

R
73

77

50

44
.5

42
.8

14.5

3.
5

3.
5

Puntale
Shoe / Einlaufschuh365

Cutting line

Cutting line

Part Article-Nr. Grub screw

364 36411 M6

Part Article-Nr. Grub screw

365 36511 M6

Part 364  it is designed to allow the possibility to shorten it, if necessary.

Part 365  it is designed to allow the possibility to shorten it, if necessary.

Delivery: Easy Standard

Delivery: Easy Standard

Example of application

Example of application
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Componenti / Conveyor components / Komponenten
366-367        Materiale / Material / Materialien:

Rulli: Resina acetalica / Rollers: Acetal Resin / Röllchen: Azetal 
Grano: Acciaio inox/Grub Screws: Stainless steel/Gewindestift: Edelstahl
Dadi: ottone nichelato/Nuts: nickel plated brass/Mutter: Messing vernickelt

110

87

60

44
.5

12.5

10

24
.44.4

3.
5

3.
5

R
17

4

R
17

4

42
.8

87

60

44
.5

14.5

10

24
.44.4

3.
5

3.
5

42
.8

Puntale
Shoe / Einlaufschuh366

Puntale
Shoe / Einlaufschuh367

Cutting line

Part Article-Nr. Grub screw

366 36611 M6

Part Article-Nr. Grub screw

367 36711 M6

110

87

60

44
.5

12.5

10

24
.44.4

3.
5

3.
5

R
17

4

R
17

4

42
.8

87

60

44
.5

14.5

10

24
.44.4

3.
5

3.
5

42
.8

Cutting line

Part 366  it is designed to allow the possibility to shorten it, if necessary.

Part 367  it is designed to allow the possibility to shorten it, if necessary.

Delivery: Easy Standard

Delivery: Easy Standard

Example of application

Example of application
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Componenti / Conveyor components / Komponenten
366-367       Materiale / Material / Materialien: Puntale: PE HD/Shoe: PE HD/Corpus: PE HD

Perni: acciaio inox/Pins: SS/Bolzen: Edelstahl
Rulli: resina acetalica o gomma SEBS/Rollers: Acetal Resin or SEBS rubber
Röllchen: Azetal oder SEBS gummi

Puntale centrale a rulli
Central roller shoe / Einlaufschuh

Puntale centrale a rulli
Central roller shoe / Einlaufschuh

366

367
Part Article-Nr. Type

367 36721 A - Acetal resin roller
367 36722 B - Acetal resin roller
367 36723 B1 - Soft roller SEBS

Part Article-Nr. Type

366 36621 A - Acetal resin roller
366 36622 B - Acetal resin roller
366 36623 B1 - Soft roller SEBS

M
6

57
.5

28
83.5
Ø12

83.1
Ø11.2

23
35

6

2.
5

2.
5

M
6 34

18

M
6

47
20 19

.6

83.5 83.1
Ø12 Ø11.2

35
6

23
.5

23
.5

23
.5

17
.5

18

9

9

27
.2

28 23

2.
527

.2

2.
519

.620 17
.5

18

M
6

M
6

35
10

35
M

6
M

6
35

10
35

10
3.

5

83.5
Ø12

83.1
Ø11.2

92
   

83.5
Ø12

M
6

M
6

35
45

23
.5

M
6

M
6

16
.5

16
.5

59

83.1
Ø11.2

9

18 9

M
6

57
.5

28

83.5
Ø12

83.1
Ø11.2

23
35

6

2.
5

2.
5

M
6 34

18

M
6

47
20 19

.6

83.5 83.1
Ø12 Ø11.2

35
6

23
.5

23
.5

23
.5

17
.5

18

9

9

27
.2

28 23

2.
527

.2

2.
519

.620 17
.5

18

M
6

M
6

35
10

35
M

6
M

6
35

10
35

10
3.

5

83.5
Ø12

83.1
Ø11.2

92
   

83.5
Ø12

M
6

M
6

35
45

23
.5

M
6

M
6

16
.5

16
.5

59

83.1
Ø11.2

9

18 9

TYPE A

TYPE A

TYPE B and B1

TYPE B and B1

PATENTED

PATENTED
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Componenti / Conveyor components / Komponenten
364-365        Materiale / Material / Materialien: Puntale: PE HD/Shoe: PE HD/Corpus: PE HD

Perni: acciaio inox/Pins: SS/Bolzen: Edelstahl
Rulli: resina acetalica o gomma SEBS/Rollers: Acetal Resin or SEBS rubber
Röllchen: Azetal oder SEBS gummi

Puntale laterale a rulli
Side roller shoe / Einlaufschuh

Puntale laterale a rulli
Side roller shoe / Einlaufschuh

364

365
Part Article-Nr. Type

365 36521 A - Acetal resin roller
365 36522 B - Acetal resin roller
365 36523 B1 - Soft roller SEBS

Part Article-Nr. Type

364 36421 A - Acetal resin roller
364 36422 B - Acetal resin roller
364 36423 B1 - Soft roller SEBS

Soft roller
SEBS rubber

TYPE B1

M
6

57
.5

28

83.5
Ø12

83.1
Ø11.2

23
35

6

2.
5

2.
5

M
6 34

18

M
6

47
20 19

.6

83.5 83.1
Ø12 Ø11.2

35
6

23
.5

23
.5

23
.5

17
.5

18

9

9

27
.2

28 23

2.
527

.2

2.
519

.620 17
.5

18

M
6

M
6

35
10

35
M

6
M

6
35

10
35

10
3.

5

83.5
Ø12

83.1
Ø11.2

92
   

83.5
Ø12

M
6

M
6

35
45

23
.5

M
6

M
6

16
.5

16
.5

59

83.1
Ø11.2

9

18 9

M
6

57
.5

28

83.5
Ø12

83.1
Ø11.2

23
35

6

2.
5

2.
5

M
6 34

18

M
6

47
20 19

.6

83.5 83.1
Ø12 Ø11.2

35
6

23
.5

23
.5

23
.5

17
.5

18

9

9

27
.2

28 23

2.
527

.2

2.
519

.620 17
.5

18

M
6

M
6

35
10

35
M

6
M

6
35

10
35

10
3.

5

83.5
Ø12

83.1
Ø11.2

92
   

83.5
Ø12

M
6

M
6

35
45

23
.5

M
6

M
6

16
.5

16
.5

59
83.1
Ø11.2

9

18 9

TYPE A

TYPE A

TYPE B and B1

TYPE B and B1

PATENTED

PATENTED
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Componenti / Conveyor components / Komponenten
395-362-333-358/359/360/361       Materiale / Material / Materialien:

Profilo: PE/Profile: PE/Profil: PE
Guide: alluminio anodizzato/Guide: anodized aluminum
Führung: eloxiertem Aluminium

Guida laterale in PE
PE side guides / Seitenführung in PE

Vite a “T”
T-bolt / T-Schraube

Guide in alluminio
Aluminum guides / Aluminiumführung

Elemento di giunzione
Connecting elements / Verbindungselement

395

362

358/359/360/361

333

Part Article-Nr. L

395 39501 3 m

Part Article-Nr.

333 33301

Part Article-Nr. A

362 36201 16
362 36202 19
362 36203 25

Part Article-Nr. Version Min. radius Supply Profile cover

358 35800 Single-lateral 250 3 m 301405
359 35900 Double-lateral 500 3 m 301406
360 36000 Single-central 500 3 m 301407
361 36100 Double-central 750 3 m 301408

8.
3

43
.4

6.4
5.1
7.6

4.
6

4.
6 4.6

34
.2

20.5

6

13
.747 8.
8

20.5

6

4

92 13
.7

8.
8

23
13.7
8.8

6

57
.5

23
13.7
8.8

6

10
3.

5

12

4545

180

22.522.5 45 5
10

  M
8

12

4545

180

22.522.5 45 5
10

  M
8

361003600035800 35900

20

A13.5

3.5R4

M
8

Example of application

N
EW

Delivery: Easy Standard Used with Part 154/155/159/164/165/358/359/360/361/1055/1088/1089
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Componenti / Conveyor components / Komponenten
353-354-355        Materiale / Material / Materialien: Rulli: resina acetalica/Rollers: Acetal Resin Röllchen: Azetal

Modulo di connessine: PA/Connection module: PA/Module: PA
Profilo metallico e viti: Acciaio inox/Metal Profile and screws: Stainless steel/U-Schiene und 
Schrauben: Edelstahl

Guide a rulli di accumulo
Accumulation roller guides / Stauröllchenführung

Guide a rulli di accumulo
Accumulation roller guides / Stauröllchenführung

Guide a rulli di accumulo
Accumulation roller guides / Stauröllchenführung

353

354

355

Part Article-Nr. A Pin Pin Ø

353 35301 1 m PA 6 mm
353 35302 2 m PA 6 mm
353 35303 3 m PA 6 mm

Part Article-Nr. A Pin Pin Ø

354 35401 1 m PA 6 mm
354 35402 2 m PA 6 mm
354 35403 3 m PA 6 mm

Part Article-Nr. A Pin Pin Ø

355 35501 1 m SS 6 mm
355 35502 2 m SS 6 mm
355 35503 3 m SS 6 mm

A

95
.3

77
.3

Ø24 6

25

245 37.25

A

Ø24

25

245

45
.5

27
.5

6
37.25

A

70
.3

52
.3

Ø24

25

245
6

37.25

Delivery: Easy Standard

Delivery: Easy Standard

Delivery: Easy Standard
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Componenti / Conveyor components / Komponenten
363       Material: Resina acetalica / Acetal Resin / Azetal or

Polyethylene UHMW-PE with reduced coefficient of friction and higher wear resistence. 
BluLub complies with the code of Federal Regulations of FDA. Linear expansion coefficient: 
1.1x10−⁴ °F−¹ (2x10−⁴ °C−¹) Operating temperature: -40 to 176°F (-40 to +80°C)

®BluLub

Fixing with plate and metal profileCurvature radius

Guida a rulli flessibile
Flexible roller guide / Flexible Röllchenführung363

Part Article-Nr. Type A Colour

363 36301 A 8 White
363 36302 B 8 White
363 36303 A 10 White
363 36304 B 10 White

363 36305 A 8 BluLub

363 36306 A 10 BluLub

Fixing with plate: Fixing with Metal:

     40x8
     40x10

Fixing with plate
Part. 117
Part. 1055

Fixing with metal
40x8
40x10

R m
in. 500

R m
in. 350

Ø13

45 40

A 16

45 40

A 16.7

16.4 12

Ø11.5
382

382

2.6

  3.4

32
.5

33
.5

16.4 12

Ø13

45 40

A 16

45 40

A 16.7

16.4 12

Ø11.5
382

382

2.6

  3.4

32
.5

33
.5

16.4 12

Part 117
Pag 410
Part 1055
Pag 410

TYPE BTYPE A

Delivery: Easy Standard

Try with...

Rollers!
®BluLub

• Lower wear
• Noise reduction
• Improved product stability
• Lower coefficent of friction
• Less energy consumption

RANGE EXTENSION
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Componenti / Conveyor components / Komponenten
396        Material: Resina acetalica / Acetal Resin / Azetal or

Polyethylene UHMW-PE with reduced coefficient of friction and higher wear resistence. 
BluLub complies with the code of Federal Regulations of FDA. Linear expansion coefficient: 
1.1x10−⁴ °F−¹ (2x10−⁴ °C−¹) Operating temperature: -40 to 176°F (-40 to +80°C)

®BluLub

Fixing with plate and metal profileCurvature radius

Guida a rulli flessibile
Flexible roller guide / Flexible Röllchenführung396

R m
in. 500

R m
in. 350

Fixing with plate: Fixing with Metal:

40x8 Part 117
Pag 410

     40x8
Fixing with plate

Part.
117

Fixing with metal

6440

814 12

Ø13.6
371.5

3

74
65

Ø11.5
371.5

2

74

18

814 12 18

40

6440

814 12

Ø13.6
371.5

3

74
65

Ø11.5
371.5

2

74

18

814 12 18

40

TYPE A TYPE B

Delivery: Easy Standard Part Article-Nr. Type Colour

396 39601 A White
396 39602 B White

396 39603 A BluLub

RANGE EXTENSION

Try with...

Rollers!
®BluLub

• Lower wear
• Noise reduction
• Improved product stability
• Lower coefficent of friction
• Less energy consumption
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Componenti / Conveyor components / Komponenten
363       Material: Resina acetalica / Acetal Resin / Azetal or

Polyethylene UHMW-PE with reduced coefficient of friction and higher wear resistence. 
BluLub complies with the code of Federal Regulations of FDA. Linear expansion coefficient: 
1.1x10−⁴ °F−¹ (2x10−⁴ °C−¹) Operating temperature: -40 to 176°F (-40 to +80°C)

®BluLub

Guida a rulli flessibile (centrale)
Flexible roller guide (Centre) / Flexible Röllchenführung (Zentral)363

Ø11.5

12
99.7

2
31

32
.5

42
.5

498.5

For plate

For plate

12
99.7

498.5

2
31

32
.5

42
.5

Ø11.5

Ø11.5

12
99.7

2
31

32
.5

42
.5

498.5

For plate

For plate

12
99.7

498.5

2
31

32
.5

42
.5

Ø11.5

TYPE B

TYPE A

Puntale / Shoe / Einlaufschuh Part Article-Nr. For Type

363 36399 A & B

31

42
.5

31

Part Article-Nr. Type For plate Colour

363 36313 A 40x8 White
363 36311 B 40x10 White
363 36314 A 40x8 White
363 36312 B 40x10 White

Example of application

Used with Part 363
See Part above

Delivery: Easy Standard Can also be used with Part 117  Pag 410 - Part 1055  Pag 410


